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We, Elite Piping Manufacture Co., Ltd is one of the professional and reliable manufacturer for flanges, 
pipe fitting and line pipe.  And Flange is our main and feature products.

Our flange manufacturer located in BaZhou City,HeBei province. The factory covers an area of 62,000 
square meters, with fixed assets of 200 million yuan, has strong technical force and well-equipped 
production facilities. Currently employs 280 workers, 16 senior mechanical engineer, 12 engineer worker 
and 16 technicians, 28technical staff. With mechanical processing equipment 128 sets, can implement 
according to American Standard (ASME, API),German standard and European standard (DIN, 
EN),Japanese Standard (JIS), Russian Gost, and non-standardized with technical drawings.
Up till now, ELITEPIPING has obtained the manufacturing qualifications of its industry at home and 
abroad, API Q1，API 6A, ISO9001 , ISO14001 , ISO45001，has approval from different global markets 
suppliers and product recognition, won the trust and reputation of our customers.
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Production process 
           of forged flange

Forging flange is one of the best products in mechanical performance. 
Its raw material is commonly tube billet, then after cutting and 

constantly pounding, to eliminate the segregation of steel ingot defects, 
osteoporosis, etc.
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WELD NECK FLANGE



Type

Material

Standard

Size

Pressure

Packing

Surface Treatment

Usage

WN Forged Flange

Carbon steel A105, SS400, SF440 RST37.2, S235JRG2, P250GH, C22.8

Stainless Steel F304 F304L F316 F316L 316Ti, Copper etc.

ANSI, JIS, DIN, BS4504, SABS1123, EN1092-1, UNI, AS2129, GOST-12820

1/2-78 inch (DN15-DN2000)

ANSI class 150, 300, 600, 1500, 2500, DIN PN6, PN10, PN16, PN25, PN40, 
PN64, PN100, PN160

No Fumigate or Fumigate Plywood/Wood Pallet or Case

Anti-rust Oil, Transparent/Yellow/Black Anti-rust Paint,Zinc,Hot dipped Galvanized.

    Oil Field,Offshore,Water System, Shipbuilding, Natural Gas, Electric Power, Pipe 
Projects etc.

DESCRIPTION OF WELD NECK FLANGE



Surface Treatment: Anti-rust Oil, Transparent/Yellow/Black Anti-rust 
Paint,Zinc,Hot dipped Galvanized.

Usage: Oil Field, Offshore, Water System, Shipbuilding, Natural Gas, 
Electric Power, Pipe Projects etc.

SLIP-ON FLANGE
Type: SO Forged Flange

Material: Carbon steel: A105, SS400, SF440 
                   RST37.2, S235JRG2, P250GH, C22.8
                  Stainless Steel: F304 F304L F316 
                  F316L 316Ti, Copper etc.

Standard: ANSI, JIS, DIN, BS4504, 
SABS1123, EN1092-1, UNI, AS2129, 
GOST-12820

Size: 1/2-78 inch (DN15-DN2000)

Pressure: ANSI class 150, 300, 
600, 1500, 2500, DIN PN6, PN10, 
PN16, PN25, PN40, PN64, 
PN100, PN160

Packing: No Fumigate or 
Fumigate Plywood/Wood 
Pallet or Case





Socket 
weld flanges 

are typically used on 
smaller sizes of high 

pressure pipes. These flanges 
are attached by inserting the pipe 

into the socket end and applying fillet 
weld around the top. This allows 

for a smooth bore and 
better flow of the fluid 

or gas inside of 
the pipe. 

Socket Weld Flange

Type  SW Flange

Material
 Carbon steel  A105, SS400, SF440  RST37.2, S235JRG2, P250GH, C22.8, 
Stainless Steel  F304 F304L F316 F316L 316Ti, Copper etc.

Standard  ANSI, JIS, DIN, BS4504, SABS1123, EN1092-1, UNI, AS2129, GOST-12820
Size  1/2-78 inch (DN15-DN2000)

Pressure  ANSI class 150, 300, 600, 1500, 2500, DIN PN6, PN10, PN16, PN25, PN40, PN64, 
PN100, PN160

Packing  No Fumigate or Fumigate Plywood/Wood Pallet or Case

Surface Treatment  Anti-rust Oil, Transparent/Yellow/Black Anti-rust Paint,Zinc,Hot dipped Galvanized.

Usage  Oil Field, Offshore, Water System, Shipbuilding, Natural Gas, Electric Power, Pipe 
Projects etc.



Threaded Flanges (Screwed flanges) are similar to 
slip-on flanges in outline, but the bore is threaded, thus 
enabling assembly without welding. This obviously limits its 
application to relatively low pressure piping systems. Threaded 
Flanges may be welded around the joint after assembly, but this is not 
considered a satisfactory method of increasing the flanges’ pressure 
applications. Threaded flange use in low pressure condition generally.

Threaded Flanges



Type: 
Threaded Forged / 

Cast Flange
Material: Carbon steel: A105, SS400, 

SF440 RST37.2, S235JRG2, P250GH, C22.8, 
Stainless Steel: F304 F304L F316 F316L 316Ti, 

Copper etc.
Standard: ANSI, JIS, DIN, BS4504, SABS1123, EN1092-1, 

UNI, AS2129, GOST-12820
Size: 1/2-78 inch (DN15-DN2000)

Pressure: ANSI class 150, 300, 600, 1500, 2500, DIN PN6, PN10, PN16, 
PN25, PN40, PN64, PN100, PN160

Packing: No Fumigate or Fumigate Plywood/Wood Pallet or Case
Surface Treatment: Anti-rust Oil, Transparent/Yellow/Black Anti-rust Paint,Zinc,Hot 
dipped Galvanized.
Usage: Oil Field, Offshore, Water System, Shipbuilding, Natural Gas, Electric 
Power, Pipe Projects etc.



Type: LJ Forged Flange

Material: Carbon steel: A105, SS400, SF440 RST37.2, S235JRG2, P250GH, C22.8
                Stainless Steel: F304 F304L F316 F316L 316Ti, Copper etc.

Standard: ANSI, JIS, DIN, BS4504, SABS1123, EN1092-1, UNI, AS2129, GOST-12820

Size: 1/2-78 inch (DN15-DN2000)

Pressure: ANSI class 150, 300, 600, 1500, 2500, DIN PN6, PN10, PN16, PN25, PN40, PN64, PN100,  
                  PN160

Packing: No Fumigate or Fumigate Plywood/Wood Pallet or Case

Surface Treatment: Anti-rust Oil, Transparent/Yellow/Black Anti-rust Paint,Zinc,Hot dipped Galvanized.

Usage: Oil Field, Offshore, Water System, Shipbuilding, Natural Gas, Electric Power, Pipe Projects etc.

Lap Joint Flange

Lap joint flanges slide directly over 
the pipe and are most commonly 
used with stub end fittings. A pipe is 
usually welded to the Stub End and 
the Lap Joint pipe flange is free to 
rotate around the stub end. The 
benefit of this is that there will not be 
any issues with bolt holes alignment. 
Lap Joint flanges are often used for 
applications that require frequent 
dismantling for inspection.

Lap Joint Flange



Reducing Flange

Type: WN Forged Flange

Material: Carbon steel: A105, SS400, SF440 RST37.2, S235JRG2, P250GH, C22.8
                Stainless Steel: F304 F304L F316 F316L 316Ti, Copper etc.

Standard: ANSI, JIS, DIN, BS4504, SABS1123, EN1092-1, UNI, AS2129, GOST-12820

Size: 1/2-78 inch (DN15-DN2000)

Pressure: ANSI class 150, 300, 600, 1500, 2500, DIN PN6, PN10, PN16, PN25, PN40, PN64, PN100, 
PN160

Packing: No Fumigate or Fumigate Plywood/Wood Pallet or Case

Surface Treatment: Anti-rust Oil, Transparent/Yellow/Black Anti-rust Paint,Zinc,Hot dipped Galvanized.

Usage: Oil Field, Offshore, Water System, Shipbuilding, Natural Gas, Electric Power, Pipe Projects etc.



API 6A

Type Material

Size

Pressure Surface 
Treatment

Welding 
neck Flang-

es, Blind Flang-
es with Ring Joint 

Connetction

1-13/16″ to 21-1/4″

2000psi, 
3000psi, 
5000psi, 
10000psi, 
15000psi, 
20000psi

Anti-rust 
Oil, Transpar-

ent/Yellow/Black 
Anti-rust Paint,Z-

inc,Hot dipped 
Galvanized.

Carbon 
steel: A105, 

SS400, SF440 
RST37.2, S235-
JRG2, P250GH, 

C22.8   

Stainless 
Steel: F304 
F304L F316 

F316L 316Ti, 
Copper etc.

BLIND RTJ

WELDING NECK RTJ



1-13/16" 20,000 10-1/8" 8 1" 7-3/4" BX-151
2-1/16" 2,000 6-1/2" 8 5/8" 5/8" R-23
2-1/16" 3,000/5,000 8-1/2" 8 7/8" 7/8" R-24
2-1/16" 10,000 7-7/8" 8 3/4" 3/4" BX-152
2-1/16" 15,000 8-3/4" 8 7/8" 7/8" BX-152
2-1/16" 20,000 11-5/16" 8 1-1/8" 1-1/8" BX-152
2-9/16" 2,000 7-1/2" 8 3/4" 5-1/4" R-26
2-9/16" 3,000/5,000 9-5/8" 8 1" 7" R-27
2-9/16" 10,000 9-1/8" 8 7/8" 6-1/4" BX-153
2-9/16" 15,000 10" 8 1" 7" BX-153
2-9/16" 20,000 12-13/16" 8 1-1/4" 9-1/2" BX-153
3-1/8" 2,000 8-1/4" 8 3/4" 5-1/2" R-31
3-1/8" 3,000 9-1/2" 8 7/8" 6-1/4" R-31
3-1/8" 5,000 10-1/2" 8 1-1/8" 7-3/4" R-35

3-1/16" 10,000 10-5/8" 8 1" 7-1/4" BX-154
3-1/16" 15,000 11-5/16" 8 1-1/8" 8" BX-154
3-1/16" 20,000 14-1/16" 8 1-3/8" 10-3/4" BX-154
4-1/16" 2,000 10-3/4" 8 7/8" 6-1/4" R-37
4-1/16" 3,000 11-1/2" 8 1-1/8" 7-1/2" R-37
4-1/16" 5,000 12-1/4" 8 1-1/8" 8-3/8" BX-155
4-1/16" 20,000 17-9/16" 8 1-3/4" 12-3/4" BX-155
5-1/8" 5,000 14-3/4" 8 1-1/2" 10-3/4" R-44

7-1/16" 2,000 14" 12 1" 7-1/2" R-45
7-1/16" 3,000 15" 12 1-1/8" 8-1/2" R-45
7-1/16" 5,000 15-1/2" 12 1-3/8" 11-1/4" R-46
7-1/16" 10,000 18-7/8" 12 1-1/2" 11-3/4" BX-156
7-1/16" 15,000 19-7/8" 16 1-1/2" 13" BX-156
7-1/16" 20,000 24-13/16" 16 2" 17-3/4" BX-156

9" 2,000 16-1/2" 12 1-1/8" 8-1/2" R-49
9" 3,000 18-1/2" 12 1-3/8" 9-1/2" R-49
9" 5,000" 19" 12 1-5/8" 12-1/2" R-50
9" 10,000 21-3/4" 16 1-1/2" 13-1/4" BX-157
9" 15,000 25-1/2" 16 1-7/8" 16" BX-157

11" 2,000 20" 16 1-1/4" 9-1/4" R-53
11" 3,000 21-1/2" 16 1-3/8" 10" R-53
11" 5,000 23" 12 1-7/8" 14-1/4" R-54
11" 10,000 25-3/4" 16 1-3/4" 15-3/8" BX-158
11" 15,000 32" 20 2" 19-1/2" BX-158

13-5/8" 2,000 22" 20 1-1/4" 9-1/2" R-57
13-5/8" 3,000 24" 20 1-3/8" 10-3/4" R-57
13-5/8" 5,000 26-1/2" 16 1-5/8" 12-3/4" BX-160
13-5/8" 10,000 30-1/4" 20 1-7/8" 17-3/4" BX-159
13-5/8" 15,000 34-7/8" 20 2-1/4" 21" BX-159
16-3/4" 2,000 27" 20 1-1/2" 10-3/4" R-65
16-3/4" 3,000 27-3/4" 20 1-5/8" 12-1/4" R-66
16-3/4" 5,000 30-3/8" 16 1-78" 14-3/4" BX-162
16-3/4" 10,000 34-5/16" 24 1-7/8" 17-3/4" BX-162
18-3/4" 5,000 35-5/8" 20 2" 18" BX-163
16-3/4" 10,000 40-15/16" 24 2-1/4" 23" BX-164
20-3/4" 3,000 33-3/4" 20 2" 15-1/4" R-74
21-1/4" 2,000 32" 24 1-5/8" 12-1/2" R-73
21-1/4" 5,000 39"

Flange Size Working 
Pressure (PSI)

Outside 
Diameter

Number of 
Bolt Holes

Diameter of 
Bolt Holes

Length of 
Bolts

API Ring 
Gasket

1-13/16" 10,000 7-3/8" 8 3/4" 5-1/4" BX-151
1-13/16" 15,000 8-3/16" 8 7/8" 6" BX-151

24 2" 19" BX-165
21-1/4" 10,000 45" 24 2-1/2" 24-3/4" BX-166
26-3/4" 2,000 41" 20 1-3/4" 14-1/4" BX-167
21-1/4" 3,000 43-3/8" 24 2" 17-1/2" BX-168



Blind
Flange



Type: Blind Flange

Material: Carbon steel: A105, SS400, 
SF440 RST37.2, S235JRG2, P250GH, 
C22.8
Stainless Steel: F304 F304L F316 F316L 
316Ti, Copper etc.

Standard: ANSI, JIS, DIN, BS4504, 
SABS1123, EN1092-1, UNI, AS2129, 
GOST-12820

Size: 1/2-78 inch (DN15-DN2000)

Pressure: ANSI class 150, 300, 600, 1500, 
2500, DIN PN6, PN10, PN16, PN25, 
PN40, PN64, PN100, PN160

Packing: No Fumigate or Fumigate 
Plywood/Wood Pallet or Case

Surface Treatment: Anti-rust Oil, 
Transparent/Yellow/Black Anti-rust 
Paint,Zinc,Hot dipped Galvanized.

Usage: Oil Field, Offshore, Water System, 
Shipbuilding, Natural Gas, Electric Power, 
Pipe Projects etc.



Orifice Flange

Standard:   ANSI/ASME B16.5 B16.47 B16.48 API.
DIN2573 2576 2577 2527 2502-2503 DIN 2633 -2637.

JIS B2220 GOST 12820 SABS. 
BS4504 EN 1092 HG20592.

JB GB.
Material: ASTM A105 20# Q235 SS400 Q345

Dimension: 3/8”-80”
Nominal Pressure: American Series: 

CLASS 150, CLASS 300, CLASS 400, 
CLASS 600, CLASS 900, CLASS 

1500, CLASS 2500.
Surface: FF, RF, 

MFM, TG, RJ.

KEY FEATURES
1.Used for flow/rate metering of piping systems.
2.SFF can supply the plate, pressure connection 
holes, and jack screws with the orifice flange unit.



Compact Flange

Molding Process:
Through forging process, using mold forming,and then through machining to complete the 
product processing.
Production Scope:
Main Material:
Carbon steel A105,SS400,SF440 RST37.2,S235JRG2,P250GH, 
C22.8,Stainless Steel:F304F304LF316 F316L 316Ti, Copper etc.
Application Condition :
widelyused in Petrochemical,Coal Chemical, Refining, 0il and Gas 
Transmission,Marine Environment, Power, Heating and Other 
projects
Product Characteristics:
·size:DN15-DN2000
·Pressure:2000psi, 3000psi, 5000psi,10000psi, 
15000psi,20000psi. 
·Packing:No Fumigate or Fumigate 
Plywood/wood Pallet or Case
·Surface Treatment:Anti-rust Oil, 
Transparent/Yellow/Black Anti-rust 
Paint,Zinc,Hot dipped Galvanized.

Rich production technology. advanced equipment, high automation 
degree and high production preisioncomplete molding As the 
designated supplierof major enereyenterprise groups under the 
jurisdiction of SASAC,company has won numbers of national, 
province reputation.

 

slice diagram



Long Weld Neck Flange
Type: LWN Forged Flange, Long welding neck flange

Material: Carbon steel: A105, SS400, SF440 RST37.2, 
S235JRG2, P250GH, C22.8, Stainless Steel: F304 

F304L F316 F316L 316Ti, Copper etc.
Standard: ANSI/DIN/JIS

Size: 1/2-78 inch (DN15-DN2000)
Pressure: ANSI class 150, 300, 

600, 1500, 2500, DIN PN6, 
PN10, PN16, PN25, PN40, 

PN64, PN100, PN160
Packing: No 

Fumigate or 

Fumigate 
Plywood / 
Wood Pallet 
or Case
Surface 
Treatment: Anti-rust 
Oil, 
Transparent/Yellow/Black 
Anti-rust Paint,Zinc,Hot 
dipped Galvanized.
Usage: Oil Field, Offshore, 
Water System, Shipbuilding, 
Natural Gas, Electric 
Power, Pipe Projects 
etc.



·Size:DN15-DN2000
·Pressure:2000psi, 3000psi, 5000psi,10000psi,15000psi, 20000psi
·Packing:No Fumigate or Fumigate Plywood/wood Pallet or Case
·Surface Treatment:Anti-rust Oil, Transparent/Yellow/Black Anti-rust Paint,Zinc,Hot dipped 
                                  Galvanized.



Spectacles Blind Flange
Name: FF Alloy Steel Spectacle Blind Flange.
Type: Spectacle Blind Flange.
Materials: ASTM A182, Alloy Steel.
Grade: F11, F22.
Face: FF.
Standards: DIN 2656, DIN 2635, EN1092-1.
Pressure: 150LB-2500LB (PN20-PN420).
Size: 1/2-24 Inch.(DN15-DN600).


